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Permissible AC voltage in relation to frequency at 10) C internal temperature rise (general guide).
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Continuation

WIMA MKP 10

1000 VDC

0.01
µF

0.1
µF

1.0
µF

1.5
µF

0.22
µF

0.47
µF

0.022
µF

4700
pF

2200
pF

1000
pF

0.047
µF

f
Hz

10 2 5 10 2 5 10 2 5 103 4 5 6

5

2

10

5

2

10

600

2

1

U
V
rms

2500 VDC

f
Hz

10 2 5 10 2 5 10 2 5 103 4 5 6

5

2

10

5

2

10

900

2

1

U
V
rms

0.01
µF

0.022
µF

4700
pF

2200
pF

1000
pF

400 VDC

f
Hz

10 2 5 10 2 5 10 2 5 103 4 5 6

5

2

10

5

2

10

250

2

1

U
V
rms

0.01
µF

0.022
µF

4700
pF

2200
pF 1000

pF

0.047
µF

0.1
µF

2.2
µF

4.7
µF

6.8
µF

0.22
µF

0.47
µF

1.0
µF

630 VDC

f
Hz

10 2 5 10 2 5 10 2 5 103 4 5 6

5

2

10

5

2

10

400

2

1

U
V
rms

0.01
µF

0.022
µF

4700
pF

2200
pF

1000
pF

0.047
µF

0.1
µF

1.0
µF

2.2
µF

3.3
µF

0.22
µF

0.47
µF

1600 VDC

0.01
µF

0.22
µF

0.47
µF

1.0
µF

0.1
µF

0.022
µF

4700
pF

2200
pF

1000
pF

0.047
µF

f
Hz

10 2 5 2 5 2 53 10 10 104 5 6

5

2

10

5

2

10

650

2

1

U
V
rms

2000 VDC

f
Hz

10 2 5 10 2 5 10 2 5 103 4 5 6

5

2

10

5

2

10

700

2

1

U
V
rms 0.01

µF

0.1
µF

0.22
µF

0.47
µF

0.68
µF

0.022
µF

4700
pF

2200
pF

1000
pF

0.047
µF

250 VDC

f
Hz

10 2 5 10 2 5 10 2 5 103 4 5 6

5

2

10

5

2

10

180

2

1

U
V
rms

0.01
µF

4700
pF

2200
pF 1000

pF0.022
µF

0.047
µF

0.1
µF

2.2
µF

4.7
µF

6.8
µF

10
µF

0.22
µF

0.47
µF

1.0
µF

Technical information and general data see page 70.

Permissible AC voltage 
in relation to frequency  
at 10) C internal temperature rise 
(general guide).


